ONE YEAR LIMITED WARRANTY 



Purchase Date: ITEM #(aboveupc code) 



This Limited Warranty is effective upon purchase date. Please fill out 
the separate registration card and mail. 

1. Lentek International warrants this product to be free of manufacturing 
defects. Should any such defect develop or become evident within 
ONE year from the date of purchase, Lentek International will replace 
the entire product or, at its option, repair or replace the defective part(s) 
without charge. 

2. To return, securely pack the entire unit. Be sure the carton clearly 
identifies the sender by name and address. Attach a letter or card 
describing the nature of the defect. The original receipt of the purchase 
must be included in the returned package to be eligible for warranty 
coverage. 

3. This warranty is void if the damage or malfunction is due to abuse or 
failure to operate the product in accordance with the instructions 
and/or on the recommended electrical current. 

Mail prepaid via insured parcel post to: 

LENTEK INTERNATIONAL, INC. 
3600 COMMERCE BLVD. • DOCK #7 
KISSIMMEE, FL 34741 



LENTEK INTERNATIONAL INC. 

3700 Commerce Blvd. • Kissimmee, FL. 34741 

Phone: 407-857-8786 

Fax: 407-857-4045 

Toll Free: 888-3LENTEK (353-6835) 

Email: customerservice@ lentek.com 

www.lentek.com 



> call *B 



888-3-LENTEK 



© 2003 Lentek International. All rights reserved. 

All specifications are subject to change without notice. 
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Directions 
For Use 



FOR YOUR SAFETY 
If you smell Propane: 

1. Shut off main gas valve on tank. 

2. Extinguish any open flame. 

3. If odor continues, immediately 
call your gas supplier. 



A WARNING: | Improper installation, adjustment, 
alteration, service or maintenance can cause 
serious bodily injury or property damage. Read 
the installation, operating and maintenance 
instructions thoroughly before operating, adjust- 
ing or servicing this equipment. 





AWARNING: 


For Outdoor Use Only 



Requires 1 20 Volt AC 




LISTED 
E214020 



INSECT 
CONTROL 
PRODUCT 
86VF 




Dear Customer, 



Thank you and congratulations on your purchase of the 
Mosquito Trap. This product is the latest in new technology from 
Lentek ™. Your satisfaction is very important to us. We back our 
product with a one (1) year limited warranty. See the last page for 
additional details. 

Visit our website at www.lentek.com and view the rest of our 
products, such as our Pet Appliance™, Housewares, Personal 
Care, Wine Collection and PestContro® pest control devices. 
While you are there, register your new purchase, sign up to 
receive our newsletter and learn more about our company. 

Lentek wants to solve all your biting insect problems and we also 
want you to be 100% satisfied. Questions can be asked on our 
website or by calling 1-888-3-LENTEK (353-6835), 407-857-8786 or 
by contacting your local Lentek dealer. 

We look forward to serving you, now and in the future. 
Enjoy! 



LOU 

Lou Lentine 
President 



SHUTTING OFF THE MOSQUITO TRAP 




Step 1 : 
VALVE 

Close the gas valve on the 
propane tank by turning it 
clockwise. 



Step 2 : 



Open the bumerdooron the side 
of the burner unit and verify that 
the flame has gone out. This can 
take up to 30 seconds. 



ACCESSORIES: 



Part# 512136 Part# 511634 Part# M K-ASY033 




Propane Tank Cover Capture Bag Catch Cup 

(Fits 201b. Propane Tank) 



For prices and availability please call: 888«3LENTEK(353-6835) 
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OPERATION 

1. Plug in the powercord to an approved "Outdoor Use" extension cord 
in accordance with the safety instructions on pagell. 

2. Locate the ON/OFF switch underthe outerlip of the main body. This 
activatesthe heaterand the vacuum fan. Turn it to the "ON" position. 

3. Leave the Mosquito Trap turned on and the burner lit. The Mosquito Trap 
will operate for4 to 6 weekson a single tankof propane. 

MAINTENANCE 

1. The capture cup is self cleaning and rarely needs attention. The large 

a mount of airflow through the cup, grinds captured mosquitoes against the 
metal mesh, breaking them into small pieces, which are then blown through 
the screen. Mosquito Fact: About 800 dead mosquitoes equals 1 table- 
spoon! One ounce equals over 65,000 dead mosquitoes! 

2. When using the Capture bag, the bag will need to be emptied, on 
a regular basis. When the mesh in the bag becomesclogged with 
insect parts, the bag MUST be removed from the unit and gently hand 
washed. Allow the Capture bag to airdry before replacing. 

3. Refill the propane tank, as necessary when using continuously. Turn off the 
unit and disconnect the electrical supply before changing the tank. 

4. There is a replaceable fuse next to the ON/OFF switch. Check this fuse if the 
Mosquito Trap does not turn on when properly plugged into an approved 
120V AC electric outlet. Replacement fuse is 250V/ 2Amp). 

5. Keep the area around the Mosquito Trap and ventilation openings, clear 
and free from combustible materials, gasoline, and any otherflammable 
vapors and liquids. 

6. Keep the propane cylinder enclosure area free and clearfrom debris. 

7. Clean the Mosquito Trap outside surface with a mild detergent and a damp 
cloth. Do Not Spray with or immerse any part in water. 

8. Replacement parts (Regulator with hose, Catch Cup, Capture Bag and 
Ground Stakes) are available from Lentek International, Inc. 



A WARNING 



All repaiis must be performed only by qualified service personnel 



A WARNING 



The heater should be inspected before use and at least annually by a qualified service person. More 
frequent cleaning may be required as necessary. It is imperative that the compartment; burner and 
circulating air passageways be kept clean at a II times. 
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PI0SQIUJT0 

Directions for Assembly and Use 

Read before unpacking and operating the Lentek Mosquito Trap. 
The Mosquito Trap requires 120V AC and is for Outdoor Use Only. 

FOR YOUR SAFETY: 

1. Do not store or use gasoline or any other flammable vapors and liquids in the vicinity 
of the Mosquito Trap or any other appliance. 

2. The installation must conform with local codes or, in the absence of local codes, 
with the National Fuel Gas Code, ANSI Z223.1-1998 for US and with the CANI-B149 
for Canada. 

TOOLS NEEDED 

1. Phillips Head Screw Driver 

2. Adjustable Wrench 

3. Fire Place Lighter 

PARTS LIST (Material is packed on both sides of foam) 
Hardware (6) #L0-24 Screws 

( 29) 1/ 4-20 Bo Its & Lo c k-Wa she rs 

(26) 1/4-20 Nuts 

(1) "Thumb Screw 

(A) Trap Body 

(B) Burner Unit 

(C) Upper Body Support (Not Shown) 

(D) Legs- Bottom - Qty. (3) 

(E) Legs -Top -Qty. (3) 

(F) Ground Stakes - Qty. (3) 

(G) Upper Body Shield 

(H) Catch Cup - Qty. (1) (not included on mko2 unit) 

(I) Base - Two Pieces 
(J) Support Column 

(K) Regulator with Hose (Attached to Burner Unit) 
(L) 20 lb Propane Tank (Not Included) 
(M) Capture Bag - Qty. (1) 

(Parts Identification Pictures - page 2) 




C (Not Shown) 



M 




PARTS IDENTIFICATION 



(6) #10-24 Screws 
(29) 1/4-20 Bolts & Lock-Washers / (26) 1/4-20 Nuts 

(1) ThumbScrew. 









=3 


0 ® e 



Mosquito Trap Body (A) 



Upper Body Support (C) 
(Attached to Upper Body 
Shield (G) in Box with two 
#10-24 Screws, which are 

needed later for Step 7) 




Burner Unit(B) 




Base Halves (I) Qty. (3) Qty. (3) Qty. (3) 




Upper Body Shield (G) 




Catch Cup (H) 

(NOT INCLUDED 
ON MK02 UNIT) 



Support 
Column (J) 



Regulator (K) 
(Attached to 
Burner Unit(B)) 



STARTING THE MOSQUITO TRAP 




Step 1 



VALVE 



Open the gas valve on the tank, 
by turning it counterclockwise. 




Step 2 : 



2a. Open the dooron the side of 
the bumerunit. 

2b. Push in the button below the 
doorand hold. 




While continually pressing in the 
button, reach into the center 
of the bumerunit with a fireplace 
lighter (as shown) and light the 
burner. Note: When installing 
a new or refilled propane tank, 
it may take up to 30 seconds 
for the gas to roach the burner. 



Step 4. Continue to hold the button in for30 additional seconds after the 
initial ignition, then release. 

Step 5. Wait 60 seconds between lighting attemptsto allow unbumtgasto 

escape. Repeat steps 3 and 4 if the burner goes out. There is a safety 
device that must warm up enough to allow gas to the burner after the 
button is released, i.e, the button is no longer pushed in. 15 



A WARNING 



This product is fueled by propane gas, which is invisible, odor- 
less and highly flammable. An odotant is normally added by 
the manufacturer, which has a "rotten egg" smell to it This 
additive can fade over time, so leaking gas is not always 
detectable by smell alone. 

Propane gas is heavier than air and leaking propane will sink 
to the lowest possible level. It can be ignited by a spark or 
flame of any kind and from several feet away from a leak. 

Do not use a propane tank with a capacity larger than 20 lb. 
The propane cylinder must be provided with a shut-off valve, 
arranged for vapor withdrawal and include a collar to protect 
the cylinder's valve. 

Propa ne ga s should be stored or used in c omplia nc e with loc a I 
ordinances or codes with ANSI/NHft 58. Make sure the 
propane gas control valve is turned off when not in use. 

The propane tank must always be stored outdoors, in a well 
ventilated area and out of the reach of children. Never store 
propane in an enclosed space (house, garage, etc.). 

The pressure regulator and hose assembly supplied with the 
Mosquito Trap must be used for the connection to the propane 
tank. The maximum inlet gas supply is less than 30 SCFH. 
Replacement pressure regulator and hose assemblies must be 
provided by Lentek International. 

The Mosquito Trap must be used outdoors and only in a well 
ventilated area. If it is stored indoors, disconnectthe propane 
tank and properly store it outdoors. The disconnected tank 
must have a threaded valve plug tightly installed. 



General Safety Information 



This manual contains important information about the assembly, 
operation and maintenance of the Mosquito Trap. General safety 
information is presented here and isalso located throughout this man- 
ual. Particular attention should be paid to information accompanied 

"A DANGER", " A WARNING "and "ACAUTION" 

by the safety alert symbols: Keep this manual for future reference 
and to educate any new users. Safety precautions a re essential when 
using, storing and servicing the Mosquito Trap. Using this equipment 
with the required respect and caution, will reduce the possibility of 
personal injury and/or property damage. The symbols shown below 
are used throughout this manual for your safety. Always heed these 
precautions, asthey are essential when using propane. 



A DANGER 



DANGER indicates an immediately hazardous situation 
which, if not avoided, will result in death or serious injury. 



A WARNING 



\AARNING indicates a potentially hazardous situation which, 
if not avoided, could result in death or serious injury. 



ACAunoN 



C Aim ON indicates a potentially hazardous situation 
whic h, if not avoided, may result in minor or moderate 
personal injury or property damage 
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A WARNING 



The Mosquito Trap is For Outdoor Use Only. 



A WARNING 



Improper installation, alteration, sen/ice or maintenance 
can cause injury or property damage. Read the instructions 
thoroughly before installing or servicing this equipment 



A danger 



Failure to adequate comply with all the safety precautions 
and detailed instructions provided with the Mosquito Tap 
can result in death, serious bodily injury and property loss 
or damage resulting from the hazards of fire, explosion, 
bum asphyxiation and/ or carbon monoxide poisoning. 

Only those persons who can understand and follow these 
instructions should operate or service this equipment 

If you need assistance contact Lentek International, at 
888-3LEN1EK (353-6835). 



A WARNING 



Due to the use of propane, combustion by-products pro- 
duced when using the Mosquito Tap contain certain 
chemicals known to the State of California to cause can- 
cer, birth defects or reproductive harm. 



WHAT TO EXPECT FROM THE MOSQUITO TRAP 



To achieve the best results from your Mosquito Trap, you must leave it in 
operation full-time during the mosquito season. The trap is not meant for 
occasional use, such asduring an outdoor party. 

A capture of only a few mosquitoes daily, can have a future impact. It is 
for this reason, we recommend to leave the trap operating full-time. Over 
time, you may notice a reduction in the numberof mosquitoesin the trap. 



HOW TO MONITOR CAPTURE RATE 

In orderto closely monitorthe numberof insectsbeing captured, it is nec- 
essary to replace the Capture Cup with a special bag made of mosquito 
netting. Lentek offers the Capture Bag, which can be purchased by con- 
tacting Lentek 888-3LEN7EK (353-6835). AskforP/N 511634. 
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WHERE TO PLACE THE MOSQUITO TRAP 

Many species of mosquitoes have an adult life span that lasts about two weeks. 
Approximately 3,000 species of mosquitoes have been identified world-wide, with 
approximately 170 species found in the United States. Both male and female mos- 
quitoes feed on plant nectar, but only the female requires a blood meal. The 
blood meal is needed for each batch of eggs the female lays, typically feeding 
once every 3-4 days. If the mosquito is not disturbed, during the biting process, a 
blood meal usually lasts a bout 90 second sand the amount of blood isl-l/2times 
its body weight. A single female mosquito may lay thousands of eggs, during her 
lifetime. 

The female mosquito isattracted to a host by carbon dioxide (C0 2 ), temperature, 
scent, color, shape, movement and for some species, even sound. The female 
mosquito is usually most active between 50 degrees Fahrenheit and 95 degrees 
Fahrenheit while in calm or light breeze conditions. Mosquitoes tend to travel up- 
wind when seeking a blood meal. 

The placement of the Mosquito Trap will greatly affect the success of the unit's 
ability to capture mosquitoes. The largest amount of mosquitoes will be captured 
by positioning the Mosquito Trap 30 to 40 feet away from the location you wantto 
protect, in the normal down-wind direction towards were mosquitoes are living 
(trees, bushes and water). 

Using a "visible" capture bag about 12 inches long in place of the capture cup 
helpsto identify the best placement. It is important that the capture bag be kept 
open inside to allow good airflow. To find the best starting point in youryard for 
trap placement, walk about 10-15 feet away from the deck (patio, porch) area 
thatyou wantto primarily protect. IJghta smoky incense and watch which direc- 
tion the smoke drifts while standing there. Next, move about 5-8 feet to the left of 
the original spot and repeat. Then 5-8 feet to the right of the original spot. This is 
all to help you identify the normal airflow pattern. Repeat this procedure at your 
deck and see if the air movement is in the same direction. You should find a com- 
mon area of youryard thatthe air moves toward, fhisiswhere you wantto place 
the trap, ideally ata distance of 40-50 feet a way from the deckarea. 

Placing the trap close to shrubs, bushes, or other vegetation can help to increase 
mosquito capture. Research has demonstrated plants like mint and lemongrass 
can decrease capture while bushy and leafy plants without strong odor increase 
capture. 

rflV\A RIMING : Minimum clearance 24 inches to walls or ceilings is required. 

HOW THE MOSQUITO TRAP WORKS 

The Lentek Mosquito Trap utilizes the documented attractiveness of carbon di- 
oxide (C0 2 ), moisture, body temperature (thermal imaging), color, shape and air- 
flow in an effective design that captures and kills mosquitoes. Similar traps have 
been in use for years by universities, state monitoring programs and researchers 
around the world. The Lentek Mosquito Trap uses this traditional trapping 
approach, combined with the latest in research, to turn the female mosquito's 
natural hunting techniques toward seeking out the trap and thus, facilitating their 
capture in a product that private home ownerscan use. 
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ASSEMBLY 



Mounting holes 
for the legs 



Step 1 : Assemble the Base 



Mounting 
holes 

for the legs 



4 BOLTS 
PER SIDE 




Mounting 
holes for 
the legs 



1/4-20 Bolts, Lock- 
Washers and Nuts. 
Eight used in this step 

Atta c h the two ha Ives (I) of the 
base together using eight 1/4-20 
bolts, lock-washers and nuts. 
Note the location of the tabs and 
orientation of the mounting holes 
for the legs and tighten securely. 




Step 2 : Assemble the Legs 



Note : The upper leg 
tab is inserted in the 
slot on the bottom leg. 



1/4-20 Bolts, Lock- 
Washers and Nuts. 
Two needed per leg. 
Six used in this step 

Attach each top leg piece (E) to a bottom leg 
piece (D) and connect with two 1/4-20 bolts 
lock-washers and nuts. The bolt heads are 
facing outward, as shown in the diagram. The 
lock-washers and nuts a re on the inside. Note: 
Legs have a raised stamped portion running 
down their length. When assembled, both 
raised sections should be facing outwards. 
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Step 3 : Attach the Legs to the Base 



1/4-20 Bolts, Lock- 
Washers and Nuts. 
Two needed per leg. 
Six used in this step 



Fasten each of the three assembled 
legs to the outside of the base with 
two 1/4-20 bolts, lock washers and 
nuts. Note: The bolt heads face 
outward with the lock- washers and 
nuts on the inside, lighten securely. 



Step 4 : Assemble the Burner Unit to the Upper Body Support 




1/4-20 Bo Its and 
Lock- Washers. 
Three used in this step 

Attach the burner unit to the upper 
body support with three 1/4-20 bolts 
and lock-washers. The bolt heads 
face upward. Note: The upper body 
support must be separated from the 
upper body shield (as it is received in 
the box) before beginning this step. 



SAFETY (cont.) 



7. Do not insert foreign objects into this product. 

8. The Mosquito Trap is for Outdoor Use Only . 

9. To avoid electric shock, DO NOTclean the Mosquito Trap by spraying water or 
by immersion in water. 

10. All repairs to the Mosquito Trap must be performed only by qualified service 
personnel. 

11. Read and follow all instructions affixed to the propane tank. 

12. Young children should be carefully supervised when they are in the area 
of the Mosquito Trap. 

13. Clothing or other flammable materials should not be hung from the 
Mosquito Trap or placed on or near the Mosquito Trap. 

14. Any guard or other protective device removed for servicing the Mosquito 
Trap must be replaced prior to operating. 

15. It is imperative that the compartment, burner and circulating air passageways 
of the Mosquito Trap be kept clean at all times. 

16. A maximum of a 20 lb. LP-G as cylinder shall be used with the Mosquito Trap. 

17. The LP-G as cylinder must be provided with a shutoff valve terminating in an 
LP-Gassupply cylindervalve outlet specified forConnection No. 791 in the 
Standard for Compressed Gas Cylinder Valve Outlet and Inlet Connections, 
ANSI/CGA-V-l-la test edition (Any standard 20 lb. Propane tank manufactured 
in the USA after 1999). 

18. The LP-G as cylinder supply system must be arranged for vapor withdrawal and 
the cylindermust include a collarto protectthe cylindervalve. 

19. "The LP-G as cylinder used shall be constructed and marked in accordance with 
the specifications for LP-G as cylinders of the U.S. Department of Transportation 
(DOT). 

20. This Mosquito Trap shall be used outdoors and only in a well ventilated space 
and shall not be used in a building, garage orany otherenclosed area. 

21. The Mosquito Trap should be stored indoors when not in use and kept away 
from children. 

22. The LP-G as cylinder must be disconnected and removed from the Mosquito 
Trap, if the appliance is stored indoors. 

23. LP-G as cylinders must be stored outdoors in a well ventilated area out of the 
reach of children. Disconnected cylinders must have a plastic cap installed 
and must not be stored in a building, garage orany otherenclosed area. 

24. The pressure regulatorand hose assembly supplied with the Mosquito Trap 
must be used for connection to the LP-G as cylinder. Replacement pressure 
regulators and hose assemblies must be purchased from Lentek 
International, Inc. 

25. Keep the area around the Mosquito Trap clear and free from combustible 
materials, gasoline, and any other flammable vapors and liguid. 



ATTACHING THE PROPANE TANK (cont.) 



Step 1 1 : Attach the Gas Regulator Valve 
to the Propane Tank 

m inlet gas supply pressure: 1 1 inches water column 
Per American Gas Association Saftey Regulation) 

11a. Remove the protective plastic cap from 
the propane hose fitting. 

lib. Attach regulator hose to propane tank, 
turning clockwise to tighten. The hose 
fitting must be securely hand tightened to 
prevent gas leakage. 

11c. Check for gas leaks by putting non ammonia 
soapy water on the connector and looking for 
any signsof small bubbles forming. 

lid. Inspect hose before each use. The 
hose assembly must be replace if worn 
ordamaged. The replacement hose 
with regulator assembly must be purchased 
through Lentek. AskforP/N: PRTD55. 



SAFETY 

1. Only use an outdoor extension cord having a 3-prong plug and receptacle that 
accepts the Mosquito Trap's plug. The Mosquito Trap hasa 3-conductorcord 
and a 3-prong grounding type plug to fit a properly grounded outlet. Replace 
damaged cords. 

2. The electrical rating of the extension cord must be greaterthan orequal to the 
electrical rating of the Mosquito Trap (120 Volt/ 1.6 Amp). Use an extension 
cord with 14 gauge orthickerwire and that hasa label stating it is suitable for 
outdoor use. 

3. Do not abuse any electrical cord. Never yank it to disconnect from the 
receptacle. Keep all cordsaway from heat, flammable substancesand 
sharp objects. 

4. Devices for retaining the extension cord connection to the power supply cord 
are available where everfine extension cordsare sold. 

5. The connection between the Mosquito Trap and the extension cord must 
always remain dry and kept off of the ground. 

6. Disconnect the Mosquito Trap from the power supply when not in use, changing 
propane tanks, before servicing, cleaning, etc.. (cont Rage 11) 





Step 5 : Attach the Upper Body Support to the Legs 
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Close 
Door 



1/4-20 Bolts, Lock- 
Washers and Nuts. 
Six used in this step 



Position the upper body support with 
the burner unit attached on top of 
the legs. The legs should be on the 
inside. Secure using two 1/4-20 bolts, 
lock- washers and nuts per leg. The 
bolt heads are facing outwards with 
the lock-washers and nuts on the 
inside. Note: Be sure burner door is 
closed before attaching the legs to 
the base. 




Step 6 : Attach the Support Column 
and Upper Body Shield 



(G) 



#L0-24 Screws 
Six used in this step 




6a. Slide the support column (J ), short end 
up into the upper body support (C). 
Secure with two #L0-24 screws after lining 
up the holes between to two adjoining 
pieces. 

6b. Place the green upper body shield (G) 
on top of the upper body support and 
secure with four #L0- 24 screws. Note: 
Two of the #10-24 screws came from 
this assembly when removed from box. 
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Step 7 : Attach the Trap Body 



#L0-24 Screws 
Two used in this step 



Slide the pipe attached to the trap body 
over the support column. Rotate the trap 
body to line up the screw holes. Secure 
using two #L0-24 screws. Note: The trap 
body should be rotated so it is just 
to the leftside of the burner door and 
where the power coid is in the back. 




Step 8 : Attach the Catch Cup or Capture Bag 

Note: The Catch Cup is not included with the MKD2 
unit Attach the Capture Bag as directed below. 



The unit is designed to be operated with 
either the Catch Cup OR Capture Bag. 
To attach the Cup or Bag slide the unit 
into position and rotate clockwise to lock 
into place. To remove, rotate unit coun- 
terclockwise and lower. 



Capture Bag 



The Capture Bag allows you to see the number 
of insects being captured. Choose which 
capture mechanism you desire. 
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Step 9 : Secure the Mosquito Trap 



Select the location 
where the Mosquito Trap 
will be installed and hammer 
the stakes in the ground 
to properly secure it. 

A WARNING: The Mosquito 
Trap must be adequately 
secured in the ground. 



ATTACHING THE PROPANE TANK 



Step 10 : Attach the Propane Tank to the Base. 
Do not use a Propane Tank larger than 20 lb. 




10a 



10b, 



Thumb Screw 
One used in this step 

Place a full tank (20 lb) of propane on 
the base bracket. Follow the safety 
information listed on the tank. 



Attach the tank anchorthumb screw into 
the threaded hole on the base bracket. 

10c. A small pad lock can also be used in the 
larger unthreaded hole in the base and 
through tank, if added security is desired. 
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